Technical Sheet m

GLI 2.5

Big face fix hangers interior flange - 2.5 mm

Big face hangers external or intemal flange are
recommenaed in a number of goplications. They
are used to assemble a structure effectively
without custorm machining and thus enhance
structural reliabilty. Similarly, with a large number
of applications, these versatie proaucts have
locay become essential In construction.

This new profile allows greater versatility particuiarty
in terms of bending width. It is also designed to
be fully compatible with Simpson Strong- Tie
anchors and thus facilitate fastening on concrete
substrate,

Features

Material

e S250GD + Z275 according to NF EN 10346.
e Thickness: 2.5 mm.

\orteile

* Quick and simple installation
o Great adaptivness

Facilitate connection on concrete suppor

Applications

Support

Supporting member: solid wood, composite
lumber, glued-laminated wood, steel, concrete.
Supported member: solid wood, composite
lumber, glued-laminated wood, triangular trusses,
profiles, etc.

Anwendungsbereich

Joists, purlins.

Cladding plates and uprights.

Rafter ends.

Refurbishment of existing assemblies,etc.

Full nailing on timber

StrongTie

Large hangers with Internal
flanges GLI

AT R

INT

Full nailing on timber
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GLI 2.5

Big face fix hangers interior flange - 2.5 mm

Technical Data

Product range dimensions

GLI500/2.5X
GLI540/2.5X
GLI600/2.5X
GLI660/2.5X
GLI720/2.5X

Reference

Blank[mm]
500
540
600
660
720

konektor rozméry
rozméry vyrobku[mm]
Almm]
76-160
76-160
76-160
76-160
76-160

B[mm]
(500-A)2
(540-A)/2
(600-A)/2
(660-A)/2
(720-A)/2

StrongTie

C[mm]
90
90
90
90
90

For more information on the load values according to the width of the joist hanger, contact the technical
department.
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GLI2.5 StrongTie
Big face fix hangers interior flange - 2.5 mm =

Rozmery a typicke hodnoty

konektor rozméry
dievo size[mm] rozméry vyrobku[mm] %ﬁ:&r 2?‘,832 ostatni
Reference — — :
Sirka vyska kulaty kulaty
Minfmm] m]a;] Minmm] [I\:-.an):] A[mm] | B[mm)] | C[mm)] | d[mm] | F[mm] | tlouSt'’ka[mm] 0 n hmotnost[kg]

GLI540/80/2.5 78 80 240 345 80 230 9 | 385 | 95 25 30 | 4 17 0.92
GLI600/80/2.5 78 80 270 390 80 260 9 | 385 | 95 2.5 36 | 4 20 0.98
GLI660/80/2.5 78 80 300 435 80 290 90 | 385 | 95 25 40 | 6 23 1.1

GLI720/80/2.5 78 80 330 480 80 320 90 38.5 95 2.5 46 6 26 1.2
GLI780/80/2.5 78 80 360 525 80 350 90 | 385 | 95 2.5 48 | 6 29 1.4
GLIB40/80/2.5 78 80 390 570 80 380 90 38.5 95 2.5 54 6 32 1.5
GLI900/80/2.5 78 80 420 615 80 410 90 | 385 | 95 2.5 60 6 35 1.6
GLI960/80/2.5 78 80 450 660 80 440 90 38.5 95 2.5 64 8 38 1.7
GLI1020/80/2.5 78 80 480 705 80 470 9 | 385 | 95 2.5 70 | 8 41 1.8
GLI540/90/2.5 88 90 235 337 90 225 9 | 385 | 95 25 30 | 4 17 0.92
GLI600/90/2.5 88 90 265 382 90 255 9 | 385 | 95 2.5 36 | 4 20 0.98
GLI660/90/2.5 88 90 295 427 90 285 90 | 385 | 95 25 40 | 6 23 1.1

GLI720/90/2.5 88 90 325 472 90 315 90 38.5 95 2.5 46 6 26 1.2
GLI780/90/2.5 88 90 355 517 90 345 9 | 385 | 95 25 48 | 6 29 1.4
GLIB40/90/2.5 88 90 385 562 90 375 90 38.5 95 2.5 54 6 32 1.5
GLI900/90/2.5 88 90 415 607 90 405 9 | 385 | 95 25 60 | 6 35 1.6
GLI960/90/2.5 88 90 445 652 90 435 90 38.5 95 2.5 64 8 38 1.7
GLI1020/90/2.5 88 90 475 697 90 465 9 | 385 | 95 2.5 70 | 8 4 1.8
GLI540/100/2.5 98 100 230 330 100 | 220 90 | 385 | 95 25 30 | 4 17 0.92
GLI600/100/2.5 98 100 260 375 100 | 250 9 | 385 | 95 2.5 36 | 4 20 0.98
GLI660/100/2.5 98 100 290 420 100 | 280 90 | 385 | 95 25 40 |6 23 1.1

GLI720/100/2.5 98 100 320 465 100 310 90 38.5 95 2.5 46 6 26 1.2
GLI780/100/2.5 98 100 350 510 100 | 340 90 | 385 | 95 2.5 48 | 6 29 1.4
GLIB40/100/2.5 98 100 380 555 100 370 90 38.5 95 2.5 54 6 32 1.5
GLI900/100/2.5 98 100 410 600 100 | 400 90 | 385 | 95 2.5 60 6 35 1.6
GLI960/100/2.5 98 100 440 645 100 430 90 38.5 95 2.5 64 8 38 1.7
GLI1020/100/2.5 1 98 100 470 690 100 | 460 9 | 385 | 95 2.5 70 | 8 41 1.8
GLI540/120/2.5 118 120 220 315 120 | 210 90 | 385 | 95 25 30 | 4 17 0.92
GLI600/120/2.5 118 120 250 360 120 | 240 9 | 385 | 95 2.5 36 | 4 20 0.98
GLI660/120/2.5 118 120 280 405 120 | 270 90 | 385 | 95 25 40 | 6 23 1.1

GLI720/120/2.5 118 120 310 450 120 300 90 38.5 95 2.5 46 6 26 1.2
GLI780/120/2.5 118 120 340 495 120 | 330 9 | 385 | 95 25 48 | 6 29 1.4
GLIB40/120/2.5 118 120 370 540 120 360 90 38.5 95 2.5 54 6 32 1.5
GLI900/120/2.5 118 120 400 585 120 | 390 9 | 385 | 95 25 60 | 6 35 1.6
GLI960/120/2.5 118 120 430 630 120 420 90 38.5 95 2.5 64 8 38 1.7
GLI1020/120/2.5 | 118 120 460 675 120 | 450 9 | 385 | 95 2.5 70 | 8 4 1.8
GLI540/140/2.5 138 140 210 300 140 | 200 90 | 385 | 95 25 30 | 4 17 0.92
GLI600/140/2.5 138 140 240 345 140 | 230 9 | 385 | 95 2.5 36 | 4 20 0.98
GLI660/140/2.5 138 140 270 390 140 | 260 90 | 385 | 95 25 40 |6 23 1.1

GLI720/140/2.5 138 140 300 435 140 290 90 38.5 95 2.5 46 6 26 1.2



Technical Sheet m

GLI2.5 StrongTie
Big face fix hangers interior flange - 2.5 mm =
konektor rozméry
dievo size[mm] rozméry vyrobku[mm] %ﬁ:&r 2;,3(?:;( ostatni
Reference Sirka vyska kulaty kulaty
Min{mm] mlarz] Min{mm] m]ar;] A[mm] | Blmm] | C[mm)] | d[mm] | F[mm)] | tiouSt'’ka[mm] o | n g hmotnost[kg]

GLI780/140/2.5 138 140 330 480 140 | 320 90 385 | 95 2.5 48 | 6 29 1.4
GLI840/140/2.5 138 140 360 525 140 | 350 90 38.5 95 2.5 54 6 32 1.5
GLI900/140/2.5 138 140 390 570 140 | 380 90 385 | 95 2.5 60 6 35 1.6
GLI960/140/2.5 138 140 420 615 140 | 410 90 385 | 95 2.5 64 | 8 38 1.7
GLI1020/140/2.5| 138 140 450 660 140 | 440 90 385 | 95 2.5 70 | 8 41 1.8
GLI500/160/2.5 158 160 180 255 160 | 170 90 385 | 95 2.5 26 | 4 15 0.82
GLI540/160/2.5 158 160 200 285 160 | 190 90 385 | 95 2.5 3 | 4 17 0.92
GLI600/160/2.5 158 160 230 330 160 | 220 90 385 | 95 2.5 3% | 4 20 0.98
GLI660/160/2.5 158 160 260 375 160 | 250 90 38.5 95 2.5 40 6 23 1.1

GLI720/160/2.5 158 160 290 420 160 | 280 90 385 | 95 2.5 46 | 6 26 1.2
GLI780/160/2.5 158 160 320 465 160 | 310 90 38.5 95 2.5 48 6 29 1.4
GLI840/160/2.5 158 160 350 510 160 | 340 90 385 | 95 2.5 54 | 6 32 1.5
GLI900/160/2.5 158 160 380 555 160 | 370 90 385 | 95 2.5 60 | 6 35 1.6
GLI960/160/2.5 158 160 410 600 160 | 400 90 385 | 95 2.5 64 | 8 38 1.7
GLI1020/160/2.5 | 158 160 440 645 160 | 430 90 385 | 95 2.5 70 | 8 41 1.8
GLI500/180/2.5 178 180 170 240 180 160 90 38.5 95 2.5 18 4 13 0.82
GLI540/180/2.5 178 180 190 270 180 | 180 90 385 | 95 2.5 18 | 4 13 0.92
GLI600/180/2.5 178 180 220 315 180 | 210 90 38.5 95 2.5 24 4 16 0.98
GLI660/180/2.5 178 180 250 360 180 | 240 90 385 | 95 2.5 28 | 6 19 1.1

GLI720/180/2.5 178 180 280 405 180 | 270 90 38.5 95 2.5 34 6 22 1.2
GLI780/180/2.5 178 180 310 450 180 | 300 90 385 | 95 2.5 40 | 6 25 1.4
GLI840/180/2.5 178 180 340 495 180 | 330 90 385 | 95 2.5 46 | 6 28 15
GLI900/180/2.5 178 180 370 540 180 | 360 90 385 | 95 2.5 52 | 6 31 1.6
GLI960/180/2.5 178 180 400 585 180 | 390 90 385 | 95 2.5 58 | 6 34 1.7
GLI1020/180/2.5 | 178 180 430 630 180 | 420 90 385 | 95 2.5 62 | 8 37 1.8
GLI500/200/2.5 198 200 160 225 200 | 150 90 385 | 95 2.5 18 | 4 13 0.82
GLI540/200/2.5 198 200 180 255 200 170 90 38.5 95 2.5 18 4 13 0.92
GLI600/200/2.5 198 200 210 300 200 | 200 90 385 | 95 2.5 24 | 4 16 0.98
GLI660/200/2.5 198 200 240 345 200 | 230 90 38.5 95 2.5 28 6 19 1.1

GLI720/200/2.5 198 200 270 390 200 | 260 90 385 | 95 2.5 34 | 6 22 1.2
GLI780/200/2.5 198 200 300 435 200 | 290 90 385 | 95 2.5 40 | 6 25 1.4
GLI840/200/2.5 198 200 330 480 200 | 320 90 385 | 95 2.5 46 | 6 28 1.5
GLI900/200/2.5 198 200 360 525 200 | 350 90 385 | 95 2.5 52 | 6 3 1.6
GLI960/200/2.5 198 200 390 570 200 | 380 90 38.5 95 2.5 58 6 34 1.7
GLI1020/200/2.5 | 198 200 420 615 200 | 410 90 385 | 95 2.5 62 | 8 37 1.8
GLI540/220/2.5 218 220 170 240 220 160 90 38.5 95 2.5 18 4 13 0.92
GLI600/220/2.5 218 220 200 285 220 | 190 90 385 | 95 2.5 24 | 4 16 0.98
GLI660/220/2.5 218 220 230 330 220 | 220 90 38.5 95 2.5 28 6 19 1.1

GLI720/220/2.5 218 220 260 375 220 | 250 90 385 | 95 2.5 34 | 6 22 1.2
GLI780/220/2.5 218 220 290 420 220 | 280 90 385 | 95 2.5 40 | 6 25 1.4
GLI840/220/2.5 218 220 320 465 220 | 310 90 385 | 95 2.5 46 | 6 28 1.5
GLI900/220/2.5 218 220 350 510 220 | 340 90 385 | 95 2.5 52 | 6 3 1.6
GLI960/220/2.5 218 220 380 555 220 | 370 90 385 | 95 2.5 58 | 6 34 1.7
GLI1020/220/2.5 | 218 220 410 600 220 | 400 90 385 | 95 2.5 62 | 8 37 1.8
GLI540/240/2.5 238 240 160 225 240 150 90 38.5 95 2.5 18 4 13 0.92
GLI600/240/2.5 238 240 190 270 240 | 180 90 385 | 95 2.5 24 | 4 16 0.98
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[
GLI2.5 StrongTie
Big face fix hangers interior flange - 2.5 mm =
konektor rozméry
dievo size[mm] rozméry vyrobku[mm] P(I;;,‘?(()i;r 2?:::;( ostatni
Reference
§irka vyska kulaty kulaty
A[mm] | Blmm] | C[mm)] | d[mm] | Fmm] | tiouSt'’ka[mm hmotnost
ingmm)| M8 | iy | Max. | Almm | Bimm] Cfmm] | dfmm] | Fim T Kkl
[mm] [mm]
GLI660/240/2.5 238 240 220 315 240 | 210 90 385 | 95 2.5 28 | 6 19 1.1
GLI720/240/2.5 238 240 250 360 240 | 240 90 38.5 95 2.5 34 6 22 1.2
GLI780/240/2.5 238 240 280 405 240 | 270 90 385 | 95 2.5 40 | 6 25 1.4
GLI840/240/2.5 238 240 310 450 240 | 300 90 385 | 95 2.5 46 | 6 28 15
GLI900/240/2.5 238 240 340 495 240 | 330 90 385 | 95 2.5 52 | 6 31 1.6
GLI960/240/2.5 238 240 370 540 240 | 360 90 385 | 95 2.5 58 | 6 34 1.7
GLI1020/240/2.5 | 238 240 400 585 240 | 390 90 385 | 95 2.5 62 | 8 37 1.8
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GLI2.5 StrongTie

Big face fix hangers interior flange - 2.5 mm =
e -
‘ ‘ }

Charakteristické nosnosti - Dreveny tram 1 i AN
na dreveny tram - piné hrebovani SO . t
S ay

Hanger tGinosnost
vyrobek Capacities
Reference pocet of Fasteners vyrobek characteristic capacities - dievo C24[kN]
Header nosnik Ra,k R2,k R3,k R4,k
mnozZstvi mnoZstvi - CNA4.0x50 CNA4.0x50 CNA4.0x50 CNA4.0x50

GLI540/80/2.5 30.0 17.0 = 37.2 335 8.5 =
(GLI600/80/2.5 36.0 20.0 - 43.8 39.4 8.9 -
GLI660/80/2.5 40.0 23.0 = 50.4 45.3 9.2 =
GLI720/80/2.5 46.0 26.0 - 56.9 51.2 9.5 -
GLI780/80/2.5 48.0 29.0 = 63.5 57.2 10 =
(GLI840/80/2.5 54.0 32.0 - 70.1 63.1 10.1 -
GLI900/80/2.5 60.0 35.0 - 76.7 69 10.2 -
GLI960/80/2.5 64.0 38.0 - 83.2 74.9 10.3 -
GLI1020/80/2.5 70.0 41.0 - 89.8 80.8 10.3 -
GLI540/90/2.5 30.0 17.0 - 37.2 335 9.3 -
GLI600/90/2.5 36.0 20.0 = 43.8 39.4 9.8 =
GLI660/90/2.5 40.0 23.0 - 50.4 45.3 10.2 -
GLI720/90/2.5 46.0 26.0 = 56.9 51.2 10.5 =
GLI780/90/2.5 48.0 29.0 - 63.5 57.2 11.1 -
GLI840/90/2.5 54.0 32.0 = 70.1 63.1 11.3 -
GLI900/90/2.5 60.0 35.0 - 76.7 69 1.4 -
GLI960/90/2.5 64.0 38.0 = 83.2 74.9 11.5 -
GLI1020/90/2.5 70.0 41.0 - 89.8 80.8 11.6 -
GLI540/100/2.5 30.0 17.0 = 37.2 335 10 =
GLI600/100/2.5 36.0 20.0 - 43.8 39.4 10.7 -
GLI660/100/2.5 40.0 23.0 = 50.4 45.3 11.1 =
GLI720/100/2.5 46.0 26.0 - 56.9 51.2 1.5 -
GLI780/100/2.5 48.0 29.0 = 63.5 57.2 12.2 =
GLI840/100/2.5 54.0 32.0 - 70.1 63.1 12.4 -
GLI900/100/2.5 60.0 35.0 - 76.7 69 12.6 -
GLI960/100/2.5 64.0 38.0 - 83.2 74.9 12.7 -
GLI1020/100/2.5 70.0 41.0 - 89.8 80.8 12.8 -
GLI540/120/2.5 30.0 17.0 - 37.2 335 1.3 -
GLI600/120/2.5 36.0 20.0 = 43.8 39.4 12.2 -
GLI660/120/2.5 40.0 23.0 - 50.4 45.3 12.8 -
GLI720/120/2.5 46.0 26.0 - 56.9 51.2 13.4 -
GLI780/120/2.5 48.0 29.0 - 63.5 57.2 14.3 -
GLI840/120/2.5 54.0 32.0 - 70.1 63.1 14.6 -
GLI900/120/2.5 60.0 35.0 - 76.7 69 14.8 -
GLI960/120/2.5 64.0 38.0 = 83.2 74.9 15 =
GLI1020/120/2.5 70.0 41.0 - 89.8 80.8 15.1 -
GLI540/140/2.5 30.0 17.0 = 37.2 335 12.3 =
GLI600/140/2.5 36.0 20.0 - 43.8 39.4 13.5 -

A, B a C jsou vnitini rozméry tramové botky.
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GLI2.5 StrongTie
Big face fix hangers interior flange - 2.5 mm =
Hanger tGinosnost
vyrobek Capacities
Reference pocet of Fasteners vyrobek characteristic capacities - dievo C24[kN]
Header nosnik Rk R2,k R3,k R4,k
mnozstvi mnozsti | < ONAGL0K0 CNA4.0x50 CNAA.0x50 CNAA.0x50
GLI660/140/2.5 40.0 23.0 - 50.4 45.3 14.3 -
GLI720/140/2.5 46.0 26.0 - 56.9 51.2 15.1 -
GLI780/140/2.5 48.0 29.0 - 63.5 57.2 16.1 -
GLI840/140/2.5 54.0 32.0 - 70.1 63.1 16.5 -
GLI900/140/2.5 60.0 35.0 - 76.7 69 16.8 -
GLI960/140/2.5 64.0 38.0 - 83.2 74.9 1741 -
GLI1020/140/2.5 70.0 41.0 - 89.8 80.8 17.4 -
GLI500/160/2.5 26.0 15.0 - 329 29.1 121 -
GLI540/160/2.5 30.0 17.0 - 37.2 335 13.2 -
GLI600/160/2.5 36.0 20.0 - 43.8 39.4 14.5 -
GLI660/160/2.5 40.0 23.0 - 50.4 45.3 15.6 -
GLI720/160/2.5 46.0 26.0 - 56.9 51.2 16.5 -
GLI780/160/2.5 48.0 29.0 - 63.5 57.2 17.7 -
GLIB40/160/2.5 54.0 32.0 - 701 63.1 18.3 -
GLI900/160/2.5 60.0 35.0 - 76.7 69 18.7 -
GLI960/160/2.5 64.0 38.0 - 83.2 749 191 -
GLI1020/160/2.5 70.0 41.0 - 89.8 80.8 19.5 -
GLI500/180/2.5 18.0 13.0 - 26 16.9 11.4 -
GLI540/180/2.5 18.0 13.0 - 28.5 16.9 11.3 -
GLI600/180/2.5 24.0 16.0 - 35 259 13.2 -
GLI660/180/2.5 28.0 19.0 - 41.6 34.3 14.8 -
GLI720/180/2.5 34.0 22.0 - 48.2 43.4 16.2 -
GLI780/180/2.5 40.0 25.0 - 54.8 49.3 17.3 -
GLIB40/180/2.5 46.0 28.0 - 61.3 55.2 18.3 -
GLI900/180/2.5 52.0 31.0 - 67.9 61.1 19 -
GLI960/180/2.5 58.0 34.0 - 74.5 67 19.7 -
GLI1020/180/2.5 62.0 37.0 - 81 729 20.2 -
GLI500/200/2.5 18.0 13.0 - 241 16.9 1.7 -
GLI540/200/2.5 18.0 13.0 - 271.7 16.9 11.6 -
GLI600/200/2.5 24.0 16.0 - 35 25.9 13.7 -
GLI660/200/2.5 28.0 19.0 - 41.6 34.3 15.5 -
GLI720/200/2.5 34.0 22.0 - 48.2 43.4 171 -
GLI780/200/2.5 40.0 25.0 - 54.8 49.3 18.3 -
GLI840/200/2.5 46.0 28.0 - 61.3 55.2 19.4 -
GLI900/200/2.5 52.0 31.0 - 67.9 61.1 20.3 -
GLI960/200/2.5 58.0 34.0 - 745 67 21.2 -
GLI1020/200/2.5 62.0 37.0 - 81 72.9 21.8 -
GLI540/220/2.5 18.0 13.0 - 26 16.9 11.8 -
GLI600/220/2.5 24.0 16.0 - 35 25.9 14 -
GLI660/220/2.5 28.0 19.0 - 416 34.3 16 -
GLI720/220/2.5 34.0 22.0 - 48.2 43.4 17.7 -
GLI780/220/2.5 40.0 25.0 - 54.8 49.3 19.2 -
GLI840/220/2.5 46.0 28.0 - 61.3 55.2 20.5 -
GLI900/220/2.5 52.0 31.0 - 67.9 61.1 215 -

A, B a C jsou vnitini rozméry tramové botky.
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GLI2.5 StrongTie
Big face fix hangers interior flange - 2.5 mm =
Hanger tGinosnost
vyrobek Capacities
Reference pocet of Fasteners vyrobek characteristic capacities - dievo C24[kN]
Header nosnik Rk R2,k R3,k R4,k
mnozstvi mnogsti | X ONAGL0KG0 CNA4.0x50 CNA4.0x50 CNAA.0x50
GLI960/220/2.5 58.0 34.0 - 745 67 22.5 -
GLI1020/220/2.5 62.0 37.0 - 81 729 23.3 -
GLI540/240/2.5 18.0 13.0 - 241 16.9 12 -
GLI600/240/2.5 24.0 16.0 - 34.7 259 14.3 -
GLI660/240/2.5 28.0 19.0 - 41.6 34.3 16.4 -
GLI720/240/2.5 34.0 22.0 - 48.2 434 18.3 -
GLI780/240/2.5 40.0 25.0 - 54.8 49.3 19.9 -
GLIB40/240/2.5 46.0 28.0 - 61.3 55.2 214 -
GLI900/240/2.5 52.0 31.0 - 67.9 61.1 22.6 -
GLI960/240/2.5 58.0 34.0 - 745 67 23.7 -
GLI1020/240/2.5 62.0 37.0 - 81 72.9 24.6 -

A, B a C jsou vnitini rozméry tramové botky.
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GLI2.5 StrongTie
Big face fix hangers interior flange - 2.5 mm =
<o -
‘ ‘ }
e | | R“‘/ \R“
Nosnosti - drevo na drevo - dic hrebovani 3 5 1
S ay
Hanger Ginosnost
vyrobek capacities - dievo to dievo - Partial nailing
Reference pocet of Fasteners vyrobek characteristic capacities - direvo C24[kN]
Header nosnik Ra,k R2,k R3,k R4,k
mnoZstvi mnoZstvi CNA4.0x50 CNA4.0x50 CNA4.0x50 CNA4.0x50

GLI540/80/2.5 14.0 9.0 19.7 16.9 45 13.7
GLI600/80/2.5 16.0 10.0 21.9 19.7 45 15.7
GLI660/80/2.5 18.0 12.0 26.3 23.7 4.8 17.6
GLI720/80/2.5 20.0 14.0 30.7 27.6 5.2 19.6
GLI780/80/2.5 22.0 15.0 32.9 29.6 5.2 21.6
GLI840/80/2.5 24.0 16.0 35 315 5.2 235
GLI900/80/2.5 28.0 18.0 39.4 35.5 53 27.4
GLI960/80/2.5 28.0 20.0 43.8 394 5.5 27.4
GLI1020/80/2.5 32.0 21.0 46 414 53 31.4
GLI540/90/2.5 14.0 9.0 19.7 16.9 49 13.7
GLI600/90/2.5 16.0 10.0 21.9 19.7 b) 15.7
GLI660/90/2.5 18.0 12.0 26.3 23.7 53 17.6
GLI720/90/2.5 20.0 14.0 30.7 27.6 5.8 19.6
GLI780/90/2.5 22.0 15.0 32.9 29.6 5.8 21.6
GLI840/90/2.5 24.0 16.0 35 315 5.8 23.5
GLI900/90/2.5 28.0 18.0 39.4 35.5 59 27.4
GLI960/90/2.5 28.0 20.0 43.8 394 6.1 27.4
GLI1020/90/2.5 32.0 21.0 46 1.4 59 31.4
GLI540/100/2.5 14.0 9.0 19.7 16.9 53 13.7
GLI600/100/2.5 16.0 10.0 21.9 19.7 5.4 15.7
GLI660/100/2.5 18.0 12.0 26.3 23.7 5.8 17.6
GLI720/100/2.5 20.0 14.0 30.7 27.6 6.3 19.6
GLI780/100/2.5 22.0 15.0 32.9 29.6 6.4 21.6
GLI840/100/2.5 24.0 16.0 35 315 6.3 23.5
GLI900/100/2.5 28.0 18.0 39.4 35.5 6.5 27.4
GLI960/100/2.5 28.0 20.0 43.8 394 6.8 27.4
GLI1020/100/2.5 32.0 21.0 46 414 6.6 31.4
GLI540/120/2.5 14.0 9.0 19.7 16.9 6 13.7
GLI600/120/2.5 16.0 10.0 21.9 19.7 6.2 15.7
GLI660/120/2.5 18.0 12.0 26.3 23.7 6.7 17.6
GLI720/120/2.5 20.0 14.0 30.7 27.6 7.3 19.6
GLI780/120/2.5 22.0 15.0 32.9 29.6 74 21.6
GLI840/120/2.5 24.0 16.0 35 315 7.4 23.5
GLI900/120/2.5 28.0 18.0 39.4 35.5 7.6 27.4
GLI960/120/2.5 28.0 20.0 43.8 394 8 27.4
GLI1020/120/2.5 32.0 21.0 46 1.4 7.8 31.4
GLI540/140/2.5 14.0 9.0 19.7 16.9 6.5 13.7
GLI600/140/2.5 16.0 10.0 21.9 19.7 6.8 15.7

A, B a C jsou vnitini rozméry tramové botky.
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GLI2.5 StrongTie
Big face fix hangers interior flange - 2.5 mm =
Hanger Gnosnost
vyrobek capacities - dievo to dievo - Partial nailing
Reference pocet of Fasteners vyrobek characteristic capacities - direvo G24[kN]

Header nosnik Ra,k R2,k R3,k R4,k

mnoZzstvi mnoZstvi CNA4.0x50 CNA4.0x50 CNA4.0x50 CNA4.0x50
GLI660/140/2.5 18.0 12.0 26.3 23.7 7.5 17.6
GLI720/140/2.5 20.0 14.0 30.7 27.6 8.2 19.6
GLI780/140/2.5 22.0 15.0 32.9 29.6 8.4 21.6
GLIB40/140/2.5 24.0 16.0 35 315 8.4 23.5
GLI900/140/2.5 28.0 18.0 394 35.5 8.7 27.4
GLI960/140/2.5 28.0 20.0 43.8 394 9.1 27.4
GLI1020/140/2.5 32.0 21.0 46 414 8.9 314
GLI500/160/2.5 12.0 8.0 16.1 13.6 6.5 11.8
GLI540/160/2.5 14.0 9.0 19.7 16.9 7 13.7
GLI600/160/2.5 16.0 10.0 21.9 19.7 7.3 15.7
GLI660/160/2.5 18.0 12.0 26.3 23.7 8.1 17.6
GLI720/160/2.5 20.0 14.0 30.7 27.6 9 19.6
GLI780/160/2.5 22.0 15.0 329 29.6 9.2 21.6
GLI840/160/2.5 24.0 16.0 35 315 9.3 23.5
GLI900/160/2.5 28.0 18.0 394 355 9.7 27.4
GLI960/160/2.5 28.0 20.0 43.8 394 10.2 27.4
GLI1020/160/2.5 32.0 21.0 46 1.4 10 31.4
GLI500/180/2.5 8.0 7.0 12.4 7.7 6.2 7.8
GLI540/180/2.5 8.0 7.0 13.6 7.7 6.1 7.8
GLI600/180/2.5 10.0 8.0 17.5 10.7 6.7 9.8
GLI660/180/2.5 12.0 10.0 21.3 15.1 7.8 11.8
GLI720/180/2.5 14.0 12.0 25.8 18.4 9 13.7
GLI780/180/2.5 18.0 13.0 28.5 25.6 9 17.6
GLIB40/180/2.5 20.0 14.0 30.7 27.6 9.2 19.6
GLI900/180/2.5 24.0 16.0 35 315 9.8 23.5
GLI960/180/2.5 26.0 18.0 39.4 35.5 10.6 25.5
GLI1020/180/2.5 28.0 19.0 41.6 37.4 10.4 27.4
GLI500/200/2.5 8.0 7.0 11.6 7.7 6.3 7.8
GLI540/200/2.5 8.0 7.0 131 7.7 6.3 7.8
GLI600/200/2.5 10.0 8.0 17.2 10.7 6.9 9.8
GLI660/200/2.5 12.0 10.0 20.7 15.1 8.2 11.8
GLI720/200/2.5 14.0 12.0 25.2 18.4 9.4 13.7
GLI780/200/2.5 18.0 13.0 28.5 25.6 9.6 17.6
GLI840/200/2.5 20.0 14.0 30.7 27.6 9.8 19.6
GLI900/200/2.5 24.0 16.0 35 315 10.5 235
GLI960/200/2.5 26.0 18.0 394 355 11.3 25.5
GLI1020/200/2.5 28.0 19.0 41.6 374 11.2 27.4
GLI540/220/2.5 8.0 7.0 124 7.7 6.4 7.8
GLI600/220/2.5 10.0 8.0 16.5 10.7 7.1 9.8
GLI660/220/2.5 12.0 10.0 20 15.1 8.4 11.8
GLI720/220/2.5 14.0 12.0 24.6 18.4 9.8 13.7
GLI780/220/2.5 18.0 13.0 28.5 25.6 10 17.6
GLI840/220/2.5 20.0 14.0 30.7 27.6 10.3 19.6
GLI900/220/2.5 24.0 16.0 35 315 11.1 23.5

A, B a C jsou vnitini rozméry tramové botky.
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GLI2.5 StrongTie
Big face fix hangers interior flange - 2.5 mm =
Hanger Gnosnost
vyrobek capacities - dievo to dievo - Partial nailing
Reference pocet of Fasteners vyrobek characteristic capacities - direvo G24[kN]
Header nosnik Ra,k R2,k R3,k R4,k
mnoZzstvi mnoZstvi CNA4.0x50 CNA4.0x50 CNA4.0x50 CNA4.0x50
GLI960/220/2.5 26.0 18.0 39.4 35.5 12.1 25.5
GLI1020/220/2.5 28.0 19.0 41.6 374 12 27.4
GLI540/240/2.5 8.0 7.0 11.6 7.7 6.5 7.8
GLI600/240/2.5 10.0 8.0 15.8 10.7 7.2 9.8
GLI660/240/2.5 12.0 10.0 19.2 15.1 8.7 11.8
GLI720/240/2.5 14.0 12.0 23.9 18.4 101 13.7
GLI780/240/2.5 18.0 13.0 28.5 25.6 10.4 17.6
GLIB40/240/2.5 20.0 14.0 30.7 27.6 10.8 19.6
GLI900/240/2.5 24.0 16.0 35 315 11.7 23.5
GLI960/240/2.5 26.0 18.0 39.4 35.5 12.7 25.5
GLI1020/240/2.5 28.0 19.0 41.6 37.4 12.6 27.4

A, B a C jsou vnitini rozméry tramové botky.
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GLI2.5 StrongTie
Big face fix hangers interior flange - 2.5 mm =

Installation

Befestigung

On supported member:

e ONA annular ring-shank nails dia. 4.0 x 50 mm.

e CNA annular ring-shank nails dia. 4.0 x 35 mm for thickness less than 64 mm.
» CSA screws dia. 5.0 x 40 mm.

e CSA screws dia. 5.0 x 35 mm for thickness less than 60 mm.

On supporting member:
Wood substrate:

* CNA annular ring-shank nails dia. 4.0 x 50 mm.

» CNA annular ring-shank nails dia. 4.0 x 35 mm for thickness less than 64 mm.
e CSA screws dia. 5.0 x 40 mm.

o CSA screws dia. 5.0 x 35 mm for thickness less than 60 mm.

Steel substrate:
» Bolts dia. 12 mm (bolt diameter cannot be more than 2 mm smaller than the drill hole diameter).

ATTENTION: Joist hangers internal flange are not recommended on concrete and masonry
substrate.

Instalace

Sur Bois :

1. Tracer 'emplacement de la poutre portée sur le porteur,

2. Présenter le sabot et préfixer les ailes de chaque cété,

3. Ajuster le sabot par rapport aux tracés : le sabot doit étre Iégerement plus ouvert en haut que en
bas pour faciliter I'installation de la poutre portée,

4. Finaliser la fixation sur chaque aile,

5. Présenter la poutre portée dans le sabot et |a fixer en clouage partiel ou total.

>

Full nailing on timber

GLI 2.5
Big face fix hangers interior flange - 2.5 mm
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